Install the T8 CMS local server
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1.Install the MYSQL (Installation package of Mysql is significant, you can download it on the

internet)

A. Select server only and the next (Recommended version is 5.7.15)

MySQL. Installer Choosing a Setup Type
Adding Community

Please select the Setup Type that suits your use case.

Choosing a Setup Type Developer Default Setup Type Description

all products needed for
development purposes

Server, but will not be developing MySQL
spplications.

Installs all included MySQL
produdts and features

Custom

Manually select the products that
should be installed on the

[ Nea> ][ concel
B.Select the next
[~ ] MySQL Installer =
MySéL‘. Installer Path Conflicts

Adding Community Some products has path conflicts

Here are the list of the products that has path conflicts, please navigate between them and if is
necesary change the path or paths below.

Product Architecture
Path Conflicts MySQL Server 5.7.15 X64

0 Warnings

You can use the same folder or change it to a new one, take in mind that the install process can
overwrite the folder if already exists.

Install Directory: -
C:\Program Files\MySQL\MYSQL Server 5.7 ()

Data Directory:
d:\ProgramData\MySQL\MYSQL Server 5.7

E)s

<Back ][ Next> H Cancel ]

C.Select the next



[T MySQL Installer

MySQL<. Installer
Adding Community

Installation

<Back ] [ Execute ] [ concer ]
D.Select the next
[SYEASOT S ollcr " —— - [E=EESE X ]
B .
MySQL. Installer Installation
Adding Community
Press Execute to upgrade the following products.
Product Status Progress Notes
MySQL Server 5.7.15 Complete

Installation

E.Select the next

] MySQL Installer

T

MySQL. Installer
Adding Community

onfiguration

Installation

Press Execute to upgrade the following products.

Product Status Progress Notes

MySQL Server 57.15 Ready to Install

Click [Execute] to install or update the following packages

Product Configuration

We'll now walk through a configuration wizard for each of the following products.

You can cancel at any point if you wish to leave this wizard without configuring all the
products.

Product Status

MySQL Server 5.7.15 Ready to Configure

F.Select the server machine, and the next




MySQL. Installer
MySQL Server 5.7.15

G.Remember the database password

Type and Networking

Server Configuration Type

Choose the correct server configuration type for this MySQL Server installation. This setting will
define how much 5 STETTTmedto the MySQL Server instance.

Config Typ
Connectivity
Use the following controls to select how you would like to connect to this server.
V! TCpP Port Number: 3306
7] Open Firewall port for network access
[7] Named Pipe Pipe Name: | MYSQL
[7] Shared Memory Memory Name: | MYSQL
Advanced Configuration
Select the checkbox below to get additional configuration page where you can set advanced
options for this server instance
Show Advanced Options

that you set.

MySdlf. Installer

Accounts and Roles

Root Account Password
Enter the password for the root
place.

MySQL Root Password:

gunt. Please remember to store this password in a secure

Repest Password:
trength:  Weak

MySQL User Accounts

Create MySQL user accounts for your users and applications. Assign a role to the user that
consists of a set of privileges

MySQL Username Host User Role Add User

H.Select the next

|| MySQL Installer

=

MySQL. Installer
MySQL Server 5.7.15

Windor

Windows Service

Configure MySQL Server as a Windows Service

Windows Service Details

Please specify a Windows Service name to be used for this MySQL Server instance. A unique
name s required for each instance.

Windows Service Name:  MySQL57

Start the MySQL Server at System Startup

Run Windows Service a5 ..

The MySQL Server needs to run under a given user account, Based on the security
requirements of your system you need to pick one of the options below.

tandard System Account

Recommended for most scenarios.

Custom User
An existing user account can be selected for advanced scenarios.

<Back ][ Next > ” Cancel

|.Select the next




[~ MySQL Installer

A
MySQL. Installer
MySQL Server 5.7.15

Plugins and Ex

J.Select the execute
] MySQL Installer

AN
MySQL. Installer
MySQL Server 5.7.15

Apply Server Configuration

K.finish

W\
MySQL. Installer
MySQL Server 5.7.15

er Configuration

L.Select the next

Plugins and Extensions

MySQL 25 a Document Store
Use the following controls to select how you would like to connect to this server.
Enable X Protocol / MySQL as a Document Store

Port Number: 33060 |

] Open Firewall port for network access

Starting with MySQL Server 5.7, MySQL supports document store development. In
order to provide a complete document store/NoSQL experience there is a new
communications protocol called the X Protocol. The expanded capabilities of the X
Protocol enable us to provide modern developer APIs with features such as
asynchronous calls, pipelining, and more. In addition to implementing document
collections, the new X DevAP also supports relational and combined document

Now , designers and DBAs can deploy
MySQL databases that implement document store, relational, or hybrid
document/relation models.

k here to view MySQL as a Document Store ol documentation

<Back | [ Net>

| [ cancel

Apply Server Configuration

Press [Execute] to apply the changes

Configuration Steps | Log

O Stopping Server [if necessary]

Writing configuration file

Updating firewall

Adjusting Windows service [if necessary]
Initializing Database [if necessary]
Starting Server

Applying security settings

Creating user accounts

Updating Start Menu Link

O O0OO0OO0OO0OO0OO0OO0Oo

Updating Firewall for MySQL Document Data Feature Set

< Back H Execute H Cancel ]

Apply Server Configuration

The configuration operation has stopped.

Configur:

on Steps | Log

Stopping Server [if necessary]

Writing configuration file

Updating firewall

Adjusting Windows service [if necessary]
Initializing Database [if necessary]
Starting Server

Applying security settings

Creating user accounts

Updeating Start Menu Link

QRRQQARRQQQ@Q@@

Updating Firewall for MySQL Document Data Feature Set

Configuration for MySQL Server 5.7.15 has succeeded. Please click Finish to
continue.




MySQI:. Installer Product Configuration
Adding Community

We'll now walk through a configuration wizard for each of the following products.

You can cancel at any point if you wish to leave this wizard without configuring all the

Status

Configuration Complete.

[

e

products.
Product
MySQL Server 5.7.15
Product Configuration
<
M.finish
[T MySQLInstaller 1T
AN
MySQL. Installer Installation Complete

Adding Community

Copy Log to Clipboard

Installation Complete

The installation procedure has been completed.

N.Enter the command interface of MySQL
| —

@ Internet Explorer

‘g FileDownLoad

3 MySQL 5.7 Command Line
Client

>

Frafs

O.Enter the password that you set

SAER

R




P.Enter the command to invoke the database
1.use MySQL;

2.update user set host='%"' where user='localhost';
3.flush privileges;

& MySQL 5.7 Command Line Cli ‘-
Enter password: oo

Mlelcome to the MySQL monitor. Commands end with ; or \g.
Your MySQL connection id is §

Server version: 5.7.15-log MySQL Community Server (GPL)

Copyright <c)> 2000, 2016, Oracle and/or its affiliates. All rights res

Oracle is a registered trademark of Oracle Corporation and/or its

affiliates. Other names may he trademarks of their respective
owners

Type "help;’ or ’\h’ for help. Type "“c’ to clear the current

Imysgql> use mysql;
fiDatabase changed

mysql> update user set host="%’ where user=’localhost’;
Query OK, B rows affected (8.88 sec)
Rows matched: @ Changed: @ Warnin

Imysql> flush privileg
Query OK, @ rows affe

mnysgl>

The installation of MySQL was finished.

2.Install the DVR server
A.Select the next

input s




Welcome
Welcome to the installer for DVR_Server
2RETA

It is strongly recommended that you exit all
Windows programs before continuing with this
installation.

If you have any other programs running, please
click Cancel, close the programs, and run this
setup again.

Otherwise, click Next to continue.

B.Check the agreement and select the .next

License Agreement ~

Please read the following license agreement carefully.

Disclaimer: -

Please be sure to carefully read and understand this license agreement —
} (the “agreement”), and decide to accept or not accept the terms of this
agreement. Unless you accept the terms of this agreement, please do not
install the software on your computer;OUnce you have installed the
' software, that automatically means that you have agreed to accept this =
agreement, the following terms and conditions:

1. This software is the company—specific software, all copyrighted by
the company.

2. This software against random distribution, reproduction and
distribution.

3. In any case, we do not install, use, and uninstall the software and
embedded software and decoders, there may be a defect in the player give
you direct or indirect loss resulting from any responsibility.

I agree to the terms of this license agreement:

) I do not agree to the terms of this license agreement

[ < Back ] [ HNext > ] [ Cancel ]

C.Select the next
5 DVR _Server Setup

User Information

Enter your user information and click Next to continue.

Name:
Windows AP

Company:

< Back l E HNext > ; [ Cancel

D.Select the next



E.Select the next

F.Select the next

7, DVR_Server Setup CoX]

Installation Folder LS

Where would you like DVR_Server to be installed? ! !

The software will be installed in the folder listed below. To select a
different location, either type in a new path, or click Change to browse for
an existing folder.

Install DVR_Server to:

C:\Program Files (x86)\DVR_Server Change. . .

Space required: 4.20 MB
Space available on selected drive: £3.85 GB

< Back ] E Next > ; [ Cancel ]

% DVR _Server Setup

Shortcut Folder LS

Where would you like the shortcuts to be installed? i l

The shortcut icons will be created in the folder indicated below. If you
don’ t want to use the default folder, you can either type a new name, or
select an existing folder from the list.

Shortcut Folder:
DVR_Server -

) Install shortcuts for current user only
Make shortcuts available to all users

< Back l E Hext > ; I Cancel

g) DVR _Server Setup

Ready to Install LS
You are now ready to install DVR_Server V¥3.06.2.57

L)
Dl

The installer now has enough information to install DVR_Server on your
computer.

The following settings will be used:
| Install folder: C:\Program Files (x86)\DVR_Server
Shortecut folder: DVR_Server

Please click Next to proceed with the installation.

| <Baek | [

HNext > i ’ Cancel

G.The installation of the DVR server is done.



., DVR_Server Setup (X

\ N

Installation Successful
The DVR_Server ¥3.06.2.57 installation is

(/ complete.
%
>

Thank you for choosing DVR_Server!

Please click Finish to exit this installer.

Finish

H.Modify the configuration as below in the folder of the DVR server installation.
HEERE > FIREE (C) > Program Files (x86) DVR Server

DVR Server.cfg - i0EE
RemoteUpgrade XD ®EO BXQ ZFENV FEEH

SaveGPS debug_Status=0
SavelastTime [GPSLIB]

Savelog Status=0

Uninstall IP=127.0.0.1

Alarminfo.ldb NetlP=127.0.0.1
Alarminfo.mdb UseName=sa
UsePass=0fb012c2b5aab9ea74961ebda3bbdecé

%] DvrServer UsePassMode=2
’ ] instsrv [UserName00]
s libeurl.dll Name=admin
libmysql.dll Password=admin
mfc100.dll MaxNum=0

msvcp100.dll [MYSq“.Ib]/
msver100.dll Status=1

PassSNTime.cfg  |DebugStatus=0
SDP_Server.cfg IP=IP of your computed

(=] server install Port=3306
server uninstall LibName=808db

sms.dll UseName=root /

i srvany UsePass=password of mysq|
UsePassMode=2_,, pelete this line

|.Then run the DVR server; you will see every line is ok.
BIE > AHEE () » Proghk, Ui\Program iles (XSGNDVR ServeripvrServer:ex e

PB-3811B201-—MaxNum:56—

i)

.

RemoteUpgrade
SaveGPS

SavelastTime
27.8.8.1.ro0t,6666,3306.20

Savelog Connect IP[127.0.8.11 1_database Okey ——
Uninstall Init_net GpsSQLData O
Stat mileage success.count_num:8?
| Alarminfo.ldb Mysql DataBase OK?
Alarminfo.mdb it s GpsLogData OK?
DVR Server.cfg it_ send_data_1 OK?
— it_s server OK?
it_s client_cms OK?
instsrv it_s client_ProLog OK?
. i i . i )
libeurl.dll . client_ProLogin OK!?
| libmysql.dll it_net client OK?
1 mfc100.dll Init_TCPCreateDevice Okey?
Init_TCPCreateClient server Okey?
sicplool Tcp listen m_port_client:9881
msver100.dll Init Send LinePositionInfo Okey?
] PassSNTime.cfg Init_TCPCreateUideoServer Okey?9010

3.Install T8 CMS
A.Select the next




B.Select the next

C.Select the next

D.Select the next

Welcome
Welcome to the installer for TS CMS V3.18.09.25.
It is strongly recommended that you exit all

Windows programs before continuing with this
installation. 1

If you have any other programs running, please |
click Cancel, close the programs, and run this
setup again. |

Otherwise, click Next to continue.

Back ‘ | HNext > | [ Cancel ]

License Agreement

Please read the following license agreement carefully. - ' !‘
Disclaimer: P

Please be sure to carefully read and understand this license agreement
(the “agreement”), and decide to accept or not accept the terms of this
agreement. Unless you accept the terms of this agreement, please do not
install the software on your computer;Once you have installed the
software, that automatically means that you have agreed to accept this =
agreement, the following terms and conditions:

1. This software is the company—specific software, all copyrighted by
the company.

2. This software against random distribution, reproduction and
distribution.

In any case, we do not install, use, and uninstall the software and
embedded software and decoders, there may be a defect in the player give
wou direct or indirect loss resulting from any responsibility.

I agree to the terms of this license agreement:

() I do not agree to the terms of this license agreement

< Back l [ HNext > ] [ Cancel

¥ T8 CMS Setup

User Information

Enter your user information and click Next to continue.

Name:
Windows FF

Company:

< Back l E Hext > i ’ Cancel




E.Select the next

F.Select the next

¥ T8 CMS Setup (S|

Installation Folder LS

Where would you like T8 CMS to be installed? ! !

The software will be installed in the folder listed below. To select a
different location, either type in a new path, or click Change to browse for
an existing folder.

Install T8 CMS to:

C:\Program Files (x86)\T3 CMS Change. . .

Space required: 43.1 MB
Space available on selected drive: £3.84 GB

< Back ] E Next > ; [ Cancel ]

¥ T8 CMS Setup

Shortcut Folder LS

Where would you like the shortcuts to be installed? i l

The shortcut icons will be created in the folder indicated below. If you
don’ t want to use the default folder, you can either type a new name, or
select an existing folder from the list.

Shortcut Folder:
T8 CMS v

) Install shortcuts for current user only
Make shortcuts available to all users

< Back l E Hext > ; I Cancel
) T8 CMS Setup 23
P T B
Ready to Install LS -

You are now ready to install TS CMS ¥3.15.09.25 l l

The installer now has enough information to install T8 CMS on your computer.

The following settings will be used:
Install folder: C:\Program Files (x86)\T8 CMS
Shortcut folder: T8 CMS

Please click Next to proceed with the installation.

’ < Back l E HNext > i ’ Cancel

G.Click the finish, and the T8 cms are finished.



¥ T8 CMS Setup [r2Sm]

Installation Successful
The T8 CMS ¥3.158.09.25 installation is complete.

Thank you for choosing TS CMS!

Please click Finish to exit this installer.

4.Setting DVR
A.Turn on the MDVR and enter the menu; the password is 6666.

User

Password

NUE.  [feEee™

B.Below is the main menu.

D.LAN mode
Click LAN, input the IP address according to your network, and input the server IP and port.



E.3g/4g mode
Input the ANP setting according to your 4G carrier.

Choose the net type to 3g/4g, DHCP to ON, and input the server IP and port.

F.WIFI mode
Input the WiFi setting according to the wireless network.



Choose the net type to WiFi, DHCP to ON, and input the server IP and port.

After inputting the new setting, please restart the MDVR to check the server connection
status.

ID (1282 CLM9Z20_NCH
Firmware v ion: VC.7 18-04-03 11:23:00 V20
IMEI: 35843308I1: 743 0K
3G/4G Signal: +CSQ: 13,99 OK (0-31).Dial up OK
GPS Signal: 00-00, 00-00, 00-00 Fail
ETHO MAC:00:10:85:01:16:72
ETHO IP: 192.168. 2. 196

Server status:Connected

5.Log in to the server by T8 CMS.

Run the T8 cms and input the server IP, port, user name, and password.
(127.0.0.1/9001/adminname/adminpass)



6.Port mapping
A.mapping the port
We suggest port mapping for 8101-8105, 9001-9010; then, the external network can log in to
CMS. For example, if your server is in the office and you did not do port mapping, you can’t
log in to CMS when you work at home.
Different routers and setting methods other rent; please refer to the following Settings:

o [T
VIR

L SERVER Helpful Hints...

This option is used to open multiple ports or a range of ports in your router and redirect data Check the
through those ports to a single PC on your network, This feature allows you to enter ports n Application Name
various formats inchuding, Port Ranges (100-150), Individual Ports (80, 68, 888), or Mixed drop down menu for a
(1020-5000, 689). edefined
NETWORK FILTER
Save Settings I Don't Save Settings I
ROL predefined
appications, cick the

WEBSITE FILTER 24 — PORT FORWARDING RULES arrow button next to
e the drop down menu

INBOUND FILTER Ports to Open to fil out the
= corresponding field.
FIREWALL SETTINGS s TP Schedule
ROUTING [DvR _<_<JAophcalwm Name | {9001 Ahvays v You can select a
ADVANCED WIRELESS 1P Address upP Inbound Fitter é?m}i.gﬁ: }:’z{jzt
fiairit bbb ic 2 okl 3
WI-F1PROTECTED [192168233  <<JComputer Name =l [9001 [lowar =] Computer Name drop
SETUP Name Tcp Schedule down menu, or you
T can manually enter the
ADVANCED NETWORK > [DVR << lApphcahm Name = [8101 Ahways  w 1P address le the LAN
computer to which
GLE: IP Address . upP Inbound Fitter you would lke to open
o | [192.168.2.33 <<J Computer Name =~ [sr01 [atow Al =] the specified port.
= Name TCP Schedule
IPY6 ROUTING s echadkila
: - [oVR <<Jappicationtame =] [8001 Aways = e
™ 1p address uoP Inbound Fiter | [Ssltaai i
the schedul
[192.168.2.33 << Computer Name =l [so01 [Ator A =] po i A
schedules, go to the
Name TP Schedule Tools - Schedules
- [ << lApphcalu:n Name = b Abways :]' screen and create a new
IP Address upP Inbound Fiter Zcmcle:

a) Name: fill in a name for the MDVR port.
b) Ports to Open: 8101-8105, 9001-9010
c) IP Address: Server IP address

d) Inbound Filter: TCP. UDP. Allow AL; please select “Allow All.”
e) Schedule: select “Always.”
B.Domain binding setting

If you don't have a static public IP address, you need to do domain bindi; please ask your
network administrator for help.



ocss JTHTTIEEEEEEEEE - D SuPPORT
se th

TIVE
YSLOG The DONS feature dlows you to host 2 server (Web, FTP, Game Server, etc...) using a doman
e 2N that you have purchased (www, whateveryournames.com) with your dynamicaly

EMALL SETTINGS assigned IP address. Most broadband Internet Service Providers assign dynamic (changng) IP
addresses. Using a DONS service provider, your friends can enter your host name to connect to

your gamea server no matter what your IP address is.
Sign up for D-Link’s Free DDNS service at www DLINkDONS com.

Sevesettings | Dontsesvesettngs | Rebocthow |

DYNAMIC DNS SETTINGS

Enable Dynamic DNS :
Server Address :
Host Name :
Username or Key :
Password or Key :
Verify Password or Key :
Timeout
Status : Disconnected
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